
Datacap Systems TwinTran™  

Step by Step Installation Instructions for TwinTran

Installation Instructions
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Your Datacap Tran 
product order 

includes the following 
items...

1.  TwinTran! (Processing Device)
2.  ECR to TwinTran Cable (may differ from picture depending on specific ECR model)

3.  Power Supply for TwinTran
4.  Standard CAT-5E 7' Ethernet cable
5.   Phone Cable for Dial Connection

 TwinTran! is a Trademark of Datacap Systems Inc.                 Copyright 2009 by Datacap Sytems Inc.                     All rights reserved.                     Specifications subject to change without notice.         1/2009

Run a test transaction, close the batch and contact the merchant's 
processor to verify the merchant account is set up properly
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Plug the ECR to TwinTran Cable (Fig 2) into the ECR (not shown) and TwinTran (Fig 1) 
 -8 pin micro din to IPTran...Other connection connects to ECR port

Plug the Ethernet cable (Fig 4) into TwinTran (Fig 1) and into a Broadband internet connection
 -High Speed connection must use a Dynamic IP Address (DHCP)

Plug the Phone Cable (Fig 5) into TwinTran (Fig 1) and into an active wall phone jack
 -Standard POTS/Analog phone line is ideal. VOIP connections may cause inconsistent Data Transfer

Plug the TwinTran Power Supply (Fig 3) into TwinTran (Fig 1) and then into 120v AC power outlet

Now that your TwinTran is connected, follow ECR instructions to set up ports and Initialize EFT


