
DialTran™
Dial Only Configuration

Dial transaction processing through a standard phone line. 
Compliant with current PCI SSC standards.

DialTran connects to an ECR serial port and standard phone 
jack. Merchant parameters can be loaded prior to shipment 
by Datacap, or via PSCS™ (Payment Systems Config Server) 
from any web browser. Available at little/no cost from 
dealer-friendly Acquirers participating in one of Datacap’s 
various Pay-Go “Usage Programs”.

High-speed transaction processing using a persistent 
internet connection. Compliant with current PCI SSC 
standards.

IPTran connects to an ECR serial port and router/modem. 
Merchant parameters can be loaded prior to shipment by 
Datacap, or via PSCS™ (Payment Systems Config Server) 
from any web browser. Available at little/no cost from 
dealer-friendly Acquirers participating in one of Datacap’s 
various Pay-Go “Usage Programs”.

TwinTran™
IP with Dial Backup Configuration

High-speed processing using a persistent internet 
connection with with automatic dial backup. Compliant 
with current PCI-SSC standards.

TwinTran connects to an ECR serial port, a router/modem 
and standard phone jack. Merchant parameters can be 
loaded prior to shipment by Datacap, or via PSCS™ 
(Payment Systems Config Server) from any web browser. 
Available at little/no cost from dealer-friendly Acquirers 
participating in one of Datacap’s various Pay-Go “Usage 
Programs”.
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